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The  building  has  been  designed  to  be  the  boarding 
lounge of an airport  located  in Avila, Spain. The 
reason of  the  location  is because  it has one of  the 
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3. THE CALCULATION METHOD 
The  loads have been  calculated  following  the  recomendations of CTE  [1]  (Código Técnico de  le 
Edificación, Technical Building Code  in English) and EAE  [2]  (Instrucción de Acero Estructural, 
Instruction  of  Structural  Steel  in  English),  Spanish  document  issued  by  Ministry  of 
Building.Combination of actions for ultimate limit states and persistent or transient situations: 
jki01>i 1Q1k1Qjk1≥j jG QΨγ+Qγ+Gγ ∑∑ ,,,,,,,                                                      (1) 
Considering the simultaneous action of: 
- All permanent actions in design value (ΥG . Gk), like dead loads 

















where: A   area of the cross section, Nb,Rd   load, fy   yield strength of steel, ΥM   safety factor (in this 
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16 braces  6,7  1990,768369  1,34 
20 braces  5,4  1935,274527  1,35 
32 braces  4,1  2631,169024  1,64 
40 braces  3,7  2952,463064  1,85 
50 braces  3  3571,14314  1,875 
4.2. Hot‐forming profiles,the same number of braces and different steel grades 
In this case we have considered hot‐forming profiles,the same number of braces (32) and different 












S235  4,1  2631,169024  1,64 
S275  4,1  2135,097149  1,64 
2355  3,9  1614,64229  1,56 
4.3. Same number of braces, same steel, different forming 
In  this case  the  same number of braces used,  the  same  steel  is applied and different  forming of 
profiles is considered. It is visible on Figure 6 and Table 3 that using the same S235 steel, the same 








Cold‐forming  4,2  2481,793704  1,68 
Hot‐forming  4,1  2631,169024  1,64 
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have  to  focus  in  the  middle  of  the  curve  and  the  behaviour  of  the  structure  in  this  part.The 
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